
*For specific recycled content % breakdown for a project, contact Formica Technical Services. Recycled content can change over time due to new guidelines, operating conditions, 

suppliers and availability of raw materials.   Please visit www.formica.com, which is the only authorized source for current technical information on Formica® brand products.
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International Standard ISO 14021-1999, Environmental Labels  
and Declarations (Type II environmental labeling), specifies  

requirements for self-declared environmental claims, regarding 
products, including statements, symbols and graphics, regarding 
products.  It further describes selected terms commonly used in 

environmental claims and gives qualifications for their use.  It also 
describes a general evaluation and verification methodology for 
self-declared environmental claims and specific evaluation and 

verification methods for the selected claims. 

ISO 14021-1999 is a referenced standard for Recycled Content  
MR Credit 4 in LEED 2009 Reference Guide for Green Interior  
Design and Construction and Green Building Design and  
Construction, which incorporates guidance for new construction 
projects for three LEED rating systems: LEED 2009 for New  
Construction and Major Renovations, LEED 2009 for Schools  
and New Construction and Major Renovations and LEED 2009  
for Core & Shell Development. 
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greater than 8%
Formica® brand decorative high pressure laminates manufactured in North 

America contain a minimum of 8% post-consumer recycled wood fiber 
content as determined in accordance with ISO Standard 14021. 

The certified product grades are 10,12 and 20.
The recycled content ranges from 8% to 13% depending on product grades.* 


